NOTES: 1. ALL CABLES AND ELECTRICAL WIRES MUST BE RUN IN CONDUIT.
2. WALL MOUNTED CONTROLLER MAY BE REQUIRED RATHER THAN PEDESTAL. REFER TO PLANS.

RAINMASTER TOP ENTRY
STAINLESS STEEL SATELLITE ASSEMBLY (SA SERIES)
NEMA 3R RAINPROOF ENCLOSURE (UL LISTED)
CONTACT JOHN DEERE LANDSCAPES GREEN TECH DIVISION
(949) 455 - 7465

POWER SWITCH/GFI RECEPTACLE

TERMINAL STRIP FOR VALVES

PVC CONDUIT FOR CONTROL WIRES, SIZE AS REQUIRED

3/4" PVC CONDUIT FOR 120 VAC FROM METERED POWER SUPPLY

FILL VOIDS WITH CONCRETE IN BETWEEN CONDUITS

POURED CONCRETE BASE

1" PHONE OR RADIO CONDUIT

1" PVC CONDUIT FOR FLOW AND MOISTURE SENSING CABLE(S) AS NEEDED

1" PVC CONDUIT FOR EV-CAB-COM AS NEEDED

1" PVC CONDUIT (SPARE)

5/8" DIA. X 8' GROUND ROD WITH #8 BONDING WIRE AND CLAMP