TRANSITION COUPLING
NEW HDPE SDR 17 SEWER LATERAL
NEW PVC SDR 26 SHORT PIPE

STAINLESS STEEL BAND
(TYPICAL)
NEW PVC SDR 26 ELBOW
NEW PVC SDR 26 SHORT PIPE
TRANSITION COUPLING
STRAP ON 45° RUBBER BRANCH SADDLE
WITH BUILT-IN GASKET/LIP
CHAIN BREAK
EXISTING PIPE
(TYPICAL)

EXIST. VCP SEWER MAIN
CDF
(4" MIN. THICKNESS)
10" - 15.15"
18" MAX

STRAP-ON-WYE SADDLE ASSEMBLY

NEW PVC SDR 26 SHORT PIPE
TRANSITION COUPLING
CURED-IN-PLACE PIPE LINER
CURED-IN-PLACE PIPE LINER
STRAP ON 45° RUBBER BRANCH SADDLE
WITH BUILT-IN GASKET/LIP

SEAL TOP AND BOTTOM
INTERIOR OF WYE SADDLE
WITH APPROVED EXPOXY ADHESIVE
FLOW
STAINLESS STEEL BAND
(TYPICAL)

ASSEMBLY DETAIL

NOTE:
1. WORK WITH SANITARY SEWER LATERAL DETAIL S - 4, SHEET 1 OF 2.