NOTES:

1. PLACE VALVES 12" FROM ADJACENT SIDEWALK, CURB, HEADERBOARD, ETC.
2. VALVE NUMBER ON BOX LID. ENGRAVED OR BRANDED.
3. PLACE SHORT SIDE OF VALVE BOX PARALLEL TO ADJACENT WALK, CURB, ETC.
4. GROUP VALVE BOXES AND LOCATE IN TURF AREAS WHERE POSSIBLE.
5. TAPE AND BUNDLE CONTROL WIRE EVERY 10 FEET. ALLOW SLACK FOR CONTRACTION.
6. LOOP A MINIMUM OF 3 FEET OF EXTRA CONTROL WIRE IN EACH VALVE BOX; BOTH CONTROL WIRE AND GROUND WIRE.
7. RUN 2 EXTRA WIRES TO LAST VALVES AT EACH END OF PROJECT. THESE SPARES ARE TO BE A DIFFERENT COLOR FROM THE ONES IN USE.
8. ALL VALVE CONTROL WIRE SHALL BE COPPER UL APPROVED FOR DIRECT BURIAL IN GROUND.
9. LIMIT OF ONE RCV PER VALVE BOX.
10. THOROUGHLY FLUSH MAIN LINE BEFORE INSTALLING VALVE.