NOTES:
1. MIN. 30" DEPTH REQUIRED FOR BOTH MAINLINES AND LATERALS AT MAIN ENTRY
   DRIVEWAYS OR TRUCK ENTRY DRIVEWAYS.
2. ALL MAINLINE (SUPPLY LINE) PIPE 3" IN DIA. AND LESS TO BE SCH. 40 PVC.
   IF LARGER THAN 3" IN DIA. PIPE TO BE AWWA C-900 CLASS 200 PIPE.
3. ALL LATERAL LINES TO BE MIN. SCH. 40 PVC PIPE.
4. ALL MAINLINES AND LATERALS TO BE INSTALLED IN SCH. 40 PVC SLEEVE UNDER
   ALL PAVEMENT MATERIAL (NON-LANDSCAPED). EXTEND SLEEVE 6" BEYOND EDGE
   OF PAVEMENT OR CURB.
5. COMPLETE MAIN LINE FLUSHING PRIOR TO VALVE INSTALLATION. CITY ENGINEER
   TO BE PRESENT DURING FLUSHING.
6. STATION WIRE RUNS ALONG MAIN LINE SHALL INCLUDE A 1" SERVICE LOOP AT ALL TEES AND 90'S.
7. NO VERTICAL STACKINGS OF IRRIGATION. INSTALL 4" MIN. APART SIDE BY SIDE.