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City of Redwood City 
Community Development & 
Transportation Building Department 
1017 Middlefield Road 
Redwood City, CA 94063 

Phone (650) 780-7350 

ONE & TWO-FAMILY RESIDENTIAL ELECTRIC (EV) CHARGER GUIDELINE 
 

 
What information do I need to provide in order to obtain the permit? 

 
This Residential EV Charger Permit Guideline has been developed to streamline the permit, 
installation and inspection process. In most cases, you or your contractor merely need to fill-in the 
blanks on this document, attach the manufacturer’s installation instructions and charger 
specifications, along with a Building permit application, and submit it to the Building Division. Once all of 
the information is provided and the proposal complies with the applicable codes, an appointment 
can be scheduled for a plan review at the counter. Once the permit is issued, the installation may 
begin. When the installation is complete, an inspection of the work must be scheduled with the 
Building Division. Please be aware that someone will need to be present during the inspection so that the 
Building Inspector can access the location of the electrical meter and EV charger (typically in the 
garage). 

 
Installing a Level 2 EV Charging system often requires changes to building’s electrical wiring. 
Before installing the EV charging equipment and the associated wiring, talk to your EV manufacturer 
about the electrical requirements for the charger unit to be installed at your home. 
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CITY OF REDWOOD CITY 
Community Development & Transportation Department 
Building Division 

 
1017 Middlefield Road 
Redwood City, CA 94063 

 (650) 780-7350 

Level 2 Electric Vehicle Charger - Service Load Calculation 
 

INSTRUCTIONS: Review the list of electrical loads in the table below and check () all that exist in your home (don’t 
forget to include the proposed Level 2 EV Charger). For each item checked (), fill-in corresponding “Watts 
used” (refer to the “Typical usage” column for wattage information). Add up all of the numbers that are written in the 
“Watts used” column and write that number in the “TOTAL WATTS USED” box at the bottom of the table, then go to the 
next page to determine if your existing electric service will accommodate the new loads. 

(Loads shown are rough estimates; actual loads may vary – for a more precise analysis, use the nameplate ratings for 
appliances and other loads and consult with a trained electrical professional). 

 

*Use name plate rating in watts or calculate as: (Ampere rating of circuit X 240 volts = Watts 
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INSTRUCTIONS: Using the “TOTAL WATTS USED” number from the previous page, check () the 
appropriate line in column 1 and follow that line across to determine the minimum required size of the 
electrical service panel shown in column 3. In column 4, write-in the size of your existing service panel 
(main breaker size). If your Existing service panel (column 4) is smaller than the minimum required 
size of the existing service (column 3), then you will need to install a new upgraded electrical service 
panel to handle the added electrical load from the proposed Level 2 EV Charger. 

 

 
**Please note that the size of your Existing service (column 4) MUST be equal to or larger than the 
Minimum Required Size (column 3) or a new larger electrical service panel will need to be installed in 
order to satisfy the electrical load demand of the EV charger. 

http://www.redwoodcity.org/
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OTHER HELPFUL INFORMATION FOR EV CHARGER INSTALLATIONS: 
 

The Table below illustrates the type and size of wire and conduit to be used for various Electric Vehicle 
Charger circuits. 

 

***Based on 4 wires in the conduit (2-current carrying conductors, 1-grounded conductor, 1-
equipment ground). 

As an alternate, Nonmetallic Sheathed Cable (aka: Romex Cable or NMC) may be used if it is 
protected from physical damage by placing the cable inside a wall cavity or attic space which is 
separated from the occupied space by drywall or plywood. 

 
The Table below illustrates the required supports for various types of electrical conduit or cable. 

 

 
 

In addition to the above noted requirements, the California Electrical Code contains many other 
provisions that may be applicable to the installation of a new electrical circuit. Installers are 
cautioned to be aware of all applicable requirements before beginning the installation. For 
additional information or guidance, consult with the Building and Safety Division staff or a qualified and 
experienced Electrical Contractor. 
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CITY OF REDWOOD CITY 
Community Development & Transportation Department 
Building Division 

 
1017 Middlefield Road 
Redwood City, CA 94063 

 (650) 780-7350 

General Installation Guidelines for Level 2 Residential EV Chargers 
 
 

 
1. GENERAL REQUIREMENTS – All Electrical Vehicle Charging Systems shall comply with the 

applicable sections of the California Electrical Code (CEC), including Article 625. 

2. EQUIPMENT HEIGHT – The coupling means of the Electric Vehicle Supply Equipment shall 
be stored at a height of 18 – 48 inches above the finished floor. (CEC Art 625.29(B)). 

 
3. LISTED EQUIPMENT – All Electric Vehicle Supply Equipment shall be listed by a 

nationally recognized testing laboratory. 

 
4. FASTENED IN PLACE – Level 2 Electric Vehicle Supply Equipment must be permanently 

connected and fastened in place in accordance with the manufacture’s installation 
instructions. (CEC Art. 625.13). 

 
5. PROTECTION FROM PHYSICAL DAMAGE – Electrical Vehicle Supply Equipment shall be 

protected against vehicle impact damage when located in the path of a vehicle. In order to avoid 
the installation of a substantial pipe bollard as an equipment guard, locate the Electrical 
Vehicle Supply Equipment on a garage side wall, out of vehicular path. (see sample 
drawing on page 1) (CEC Art. 110.27 (B)). 

 
6. IF MORE THAN 60 AMPS – When EV charging equipment is rated at more than 60 amps, the 

disconnect means shall be provided and installed in a readily accessible location and shall be 
capable of being locked on the open position. (CEC Art. 625.43). 

 
7. ELECTRIC USE ONLY – All electric vehicle supply equipment shall be marked “FOR USE 

WITH ELECTRIC VEHICLES ONLY CEC 625.15(A)”. 

 
8. VENTILATION – If equipment does not require ventilation, the electric supply equipment shall 

be marked “VENTILATION NOT REQUIRED CEC 625.52(A)”. If the equipment requires 
ventilation, the electric supply shall be marked “VENTILATION REQUIRED CEC 625.15(B)”. 
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